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II

  Kugelkopffräser MicroX (Microcut-B1H) 
 Schaft ø 3mm, 1xd 

 HM
XA 

 λ    30  °
  γ    -10  ° 

 Beispiel:  
Bestell-Nr. 

   DURO-S 

    

   D15781 

 Rm
850-1100 

 Rm
1100-1300 

 Rm
1300-1500 

 HRC
48-56 

 HRC
56-60 

 HRC
> 60 

 Inox
Stainless 

 Ti
Titanium 

 Beschichtung  Artikel-Nr.  ø-Code 

  D   15781   020 

 Ø
Code 

 d1  d2  
h5 

 l1  l2  l4  r  
±0.005 

 α  z 

 020  0.20  3.00  40  0.24  5.91  0.100  14.7  °  2 
 030  0.30  3.00  40  0.36  5.84  0.150  14.3  °  2 
 040  0.40  3.00  40  0.48  5.78  0.200  14.1  °  2 
 050  0.50  3.00  40  0.60  5.71  0.250  14.0  °  2 
 060  0.60  3.00  40  0.72  5.64  0.300  13.8  °  2 
 080  0.80  3.00  40  0.96  5.51  0.400  13.1  °  2 
 100  1.00  3.00  50  1.20  5.38  0.500  12.6  °  2 
 108  1.20  3.00  50  1.40  5.29  0.600  12.1  °  2 
 120  1.50  3.00  50  1.80  5.09  0.750  10.9  °  2 
 140  2.00  3.00  50  2.40  4.76  1.000  8.6  °  2 
 160  2.50  3.00  50  3.00  4.43  1.250  5.3  °  2 
 180  3.00  3.00  50  3.60  -  1.500  0.0  °  2 
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 Anwendung  Werkstoff 
 d1

[mm] 
 z  vc

[m/min] 
 fz

[mm] 
 ap

[mm] 
 ae

[mm] 
 deff

[mm] 
 n

[min-1] 
 vf

[mm/min] 
 Q

[mm³/min] 

 0.20  2  12  0.006  0.010  0.040  0.09  42440  510  0.2 
 0.50  2  36  0.012  0.040  0.100  0.27  42440  1020  4.1 
 0.80  2  55  0.020  0.060  0.160  0.42  41685  1665  16.0 
 1.00  2  67  0.026  0.070  0.200  0.51  41815  2175  30.4 
 1.20  2  79  0.030  0.080  0.240  0.60  41910  2515  48.3 
 1.50  2  103  0.038  0.110  0.300  0.78  42035  3195  105.4 
 2.00  2  135  0.050  0.140  0.400  1.02  42130  4215  235.9 
 2.50  2  140  0.062  0.180  0.500  1.29  34545  4285  385.5 
 3.00  2  140  0.076  0.210  0.600  1.53  29125  4425  557.8 

 Werkzeugstahl gehärtet
42 - 48 HRC 

 0.20  2  12  0.006  0.010  0.040  0.09  42440  510  0.2 
 0.50  2  36  0.012  0.040  0.100  0.27  42440  1020  4.1 
 0.80  2  55  0.020  0.060  0.160  0.42  41685  1665  16.0 
 1.00  2  67  0.024  0.070  0.200  0.51  41815  2005  28.1 
 1.20  2  79  0.028  0.080  0.240  0.60  41910  2345  45.1 
 1.50  2  103  0.036  0.110  0.300  0.78  42035  3025  99.9 
 2.00  2  120  0.048  0.140  0.400  1.02  37450  3595  201.3 
 2.50  2  120  0.058  0.180  0.500  1.29  29610  3435  309.1 
 3.00  2  120  0.072  0.210  0.600  1.53  24965  3595  453.0 

 Werkzeugstahl gehärtet
48 - 52 HRC 

 0.20  2  12  0.006  0.010  0.040  0.09  42440  510  0.2 
 0.50  2  36  0.010  0.040  0.100  0.27  42440  850  3.4 
 0.80  2  55  0.018  0.060  0.160  0.42  41685  1500  14.4 
 1.00  2  67  0.022  0.070  0.200  0.51  41815  1840  25.8 
 1.20  2  79  0.026  0.080  0.240  0.60  41910  2180  41.8 
 1.50  2  100  0.034  0.110  0.300  0.78  40810  2775  91.6 
 2.00  2  100  0.044  0.140  0.400  1.02  31205  2745  153.8 
 2.50  2  100  0.054  0.180  0.500  1.29  24675  2665  239.8 
 3.00  2  100  0.066  0.210  0.600  1.53  20805  2745  346.0 

 Werkzeugstahl gehärtet
52 - 56 HRC 

 0.20  2  12  0.004  0.010  0.040  0.09  42440  340  0.1 
 0.50  2  36  0.010  0.040  0.100  0.27  42440  850  3.4 
 0.80  2  55  0.016  0.060  0.160  0.42  41685  1335  12.8 
 1.00  2  60  0.020  0.070  0.200  0.51  37450  1500  21.0 
 1.20  2  60  0.024  0.080  0.240  0.60  31830  1530  29.3 
 1.50  2  60  0.030  0.110  0.300  0.78  24485  1470  48.5 
 2.00  2  60  0.040  0.140  0.400  1.02  18725  1500  83.9 
 2.50  2  60  0.050  0.180  0.500  1.29  14805  1480  133.2 
 3.00  2  60  0.060  0.210  0.600  1.53  12485  1500  188.7 

 Werkzeugstahl gehärtet
56 - 60 HRC 

 Anwendung  Werkstoff 
 d1

[mm] 
 z  vc

[m/min] 
 fz

[mm] 
 ap

[mm] 
 ae

[mm] 
 deff

[mm] 
 n

[min-1] 
 vf

[mm/min] 
 β
[°] 

 0.20  2  25  0.008  0.008  0.008  0.19  41885  670  45  ° 
 0.50  2  62  0.016  0.022  0.022  0.47  41990  1345  45  ° 
 0.80  2  99  0.018  0.034  0.034  0.75  42015  1515  45  ° 
 1.00  2  123  0.022  0.044  0.044  0.93  42100  1850  45  ° 
 1.20  2  148  0.024  0.052  0.052  1.12  42060  2020  45  ° 
 1.50  2  185  0.028  0.064  0.064  1.40  42060  2355  45  ° 
 2.00  2  247  0.030  0.086  0.086  1.87  42045  2525  45  ° 
 2.50  2  300  0.032  0.108  0.108  2.33  40985  2625  45  ° 
 3.00  2  300  0.036  0.128  0.128  2.80  34105  2455  45  ° 

 Werkzeugstahl gehärtet
42 - 48 HRC 

 0.20  2  25  0.008  0.008  0.008  0.19  41885  670  45  ° 
 0.50  2  62  0.016  0.022  0.022  0.47  41990  1345  45  ° 
 0.80  2  99  0.018  0.034  0.034  0.75  42015  1515  45  ° 
 1.00  2  123  0.020  0.044  0.044  0.93  42100  1685  45  ° 
 1.20  2  148  0.022  0.052  0.052  1.12  42060  1850  45  ° 
 1.50  2  185  0.026  0.064  0.064  1.40  42060  2185  45  ° 
 2.00  2  247  0.028  0.086  0.086  1.87  42045  2355  45  ° 
 2.50  2  250  0.030  0.108  0.108  2.33  34155  2050  45  ° 
 3.00  2  250  0.034  0.128  0.128  2.80  28420  1935  45  ° 

 Werkzeugstahl gehärtet
48 - 52 HRC 

 0.20  2  25  0.008  0.008  0.008  0.19  41885  670  45  ° 
 0.50  2  62  0.014  0.022  0.022  0.47  41990  1175  45  ° 
 0.80  2  99  0.016  0.034  0.034  0.75  42015  1345  45  ° 
 1.00  2  123  0.020  0.044  0.044  0.93  42100  1685  45  ° 
 1.20  2  148  0.022  0.052  0.052  1.12  42060  1850  45  ° 
 1.50  2  185  0.026  0.064  0.064  1.40  42060  2185  45  ° 
 2.00  2  200  0.028  0.086  0.086  1.87  34045  1905  45  ° 
 2.50  2  200  0.028  0.108  0.108  2.33  27325  1530  45  ° 
 3.00  2  200  0.032  0.128  0.128  2.80  22735  1455  45  ° 

 Werkzeugstahl gehärtet
52 - 56 HRC 

 0.20  2  25  0.006  0.008  0.008  0.19  41885  505  45  ° 
 0.50  2  62  0.012  0.022  0.022  0.47  41990  1010  45  ° 
 0.80  2  99  0.014  0.034  0.034  0.75  42015  1175  45  ° 
 1.00  2  123  0.018  0.044  0.044  0.93  42100  1515  45  ° 
 1.20  2  148  0.020  0.052  0.052  1.12  42060  1680  45  ° 
 1.50  2  150  0.022  0.064  0.064  1.40  34105  1500  45  ° 
 2.00  2  150  0.024  0.086  0.086  1.87  25535  1225  45  ° 
 2.50  2  150  0.026  0.108  0.108  2.33  20490  1065  45  ° 
 3.00  2  150  0.028  0.128  0.128  2.80  17050  955  45  ° 

 Werkzeugstahl gehärtet
56 - 60 HRC 
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